Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

150mm [5 7/8"] (standard)

*max. 900mm [35 7/16"]

b

—

*Mounting positions
may be specified on
purchase order.

Solid Wood backing
required for full
length of rail

SL.6011.AK

/////

400mm [15 3/4"]

420mm [16 9/16"

Vario Telescoping Ladder

SL.6005.AK

Date Prepared: March 2024

‘ Prepared By: AB

52.5mm [2 1/16"]

Detail Z

ST.2105.VA -

@50mm [1 15/16"
A

A <

DIN 912/ Holz Schraube

<

DIN 912 /wood screw

<

4 s1.6005.AK

[120mm [13/16"]

A

<

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these designs

without written consent from MWE NA Inc. is prohibited

52.5mm [2 1/16"]

>
|
>
-
)
o,

380mm [14 15/16"]

example:
-curved rail
-rail radius:

min. 350mm [13 3/4']

o 126mm [5"]
£
5 s0mm (115116 - | || Z
8 Rosette
(Standard) *+ “ >
ST.2000 Y
SL.3004.VA PR
B
u a
e
AN
5 N -
pd i
2] -
©
< a v
S ‘4
5 :
Ql P 3 I
= v
o 4
[ < a
I .
b Tida g
5 I
© PR
< . )
= a %
© a D)
© R S
2 s 3
= 0 H )
Q —_
c Y =}
8 RS 10° 3
:é‘ . st
(8]
a CEEPE I - ]
2] < Q A
R £
. i=
SL.6061.AK.K ey o
7, 7 7
7, I LIl
78mm [3 1/16"] AFF = Above Finished Floor

30mm [1 3/16"]

20mm [13/16"]

o
e
= =

| ©| o
G| o
2 £
g| £
Ele
S| <
&
Y
g
>~
€
£
o
[}
2

250mm [9 13/16"]

—

110.5mm [4 3/8"
250mm [9 13/16"]

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

Email: sales@mwe-na.com
WWW.mwe-na.com



AutoCAD SHX Text
o20mm [13/16"]


Technical drawings are subject to change without notice.

All millimeter dimensions are exact and supersede inch conversions.

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these designs
without written consent from MWE NA Inc. is prohibited

52.5mm [2 1/16"]

Ladder height at or above 3000mm [118 1/8"] 52.5mm [2 1/16"] Detall Z
require safety side rails SL.6052.KL 3'? 126mm [5"] —
150mm [5 7/8"] (standard €| 7 A
mm | ] (standard) £ 50mm [1 15/16"] <2 - 14 . Z ST.2105.VA - A - o 3
“max. 900mm [35 7/16"] g8 Rosette @50mm [1 15/16" o T
(Standard) * =
— __ : ) 4 \ £ £
— Sl =
2y 2
*Mounting positions ‘ g
may be specified on ST.2000 \ |/ A A
purchase order. SL.3004.VA i ’
R DIN 912/ Holz Schraube
Solid Wood backing DIN 912 /wood screw i
required for full “ . | =
length of rail 5 N N~
2 (=3 < || 1S
S P 4 51.6005.AK £
@ S
@ >
2 80mm [3 1/8" -
e 4 <
g8 g
c =
5]
w B3n
g e <
< B 1 el
D [s=u} =
.qcJ : € N N —_
= s E 3 A-A 10° o
fad B ~ 3 = -3
2 ; E o
f Osy «© D o F—.}
2 o % €
g a L[] 100 > \3 s
2 ‘ = \3 - 9
S : ) = o 1
g . B o x 2 el < 4 —JP_18mm[11/16"]
SL.6013.AK o @A @ | © ©
SL.6070.AK u‘___’. L /l 3—,: s < g B 6mm [1/4"]
€ gl g >
A . £ o
y (s =g} g g g c G
SL.6061.AK.K ‘ e ] 3 E
1 1 y & 1o
{ 2 8
- - B K
7, 7 ‘ =+ =
TN, i’ ////,///// b
" " 30mm [1 3/16"] El E
400mm [15 3/4"] | 78mm [3 1/16"] AFF = Above Finished Floor = &l E
420mm [16 9/16" 103mm [4 1/16"] P gl
€
£
S
I

Vario Telescoping Ladder

SL.6005.AK.E

Date Prepared: March 2024 |

Prepared By:

AB

example:
-curved rail
-rail radius:

min. 350mm [13 3/4]

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

Email: sales@mwe-na.com
WWW.mwe-na.com




Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

150mm [5 7/8"] (standard)

*max. 900mm [35 7/16"]

*Mounting positions
may be specified on
purchase order.

Solid Wood backing
required for full
length of rail

Holzstufe
Wood ste

1

v U1
—_ ]

000

400mm [15 3/4"]

420mm [16 9/16"

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these designs
without written consent from MWE NA Inc. is prohibited

126mm [5"] D t _| Z 52.5mm [2 1/16"]
o 52.5mm [2 1/16"] elal
: | 5
£ 50mm [1 15/16"] < ¢ .. 1 Z < — =
8 Rosette -\ N ST.2105.VA - zal - 22
(Standard) * _/7 “ \ @50mm [1 15/16" - T
T \ E| E
<\ ) A £ ‘!.9
\ / S~
ST.2000 e pd
RN <
SL.3004.VA i § 4 Y
4 a gu
- - DIN 912 / Holz Schraube
T DIN 912 /wood screw .
. N
5 || 2
o N~
L “ U]
@ : 4 — £
% o 8omm [3 /8" SL.6005.AK s
] p 2
c SRR L < 1] <
S s —
g 2
< 0 2 o
= 2 e = :
H | = 2 1
= ‘, g 3 A-A 103 = T
= ‘ S 3 IS
4] gl 3 E
£ ' O : 2
& -| On % - [ Y
< . ; 10° e \g __‘ T 18mm [11/16"]
o ., 4 |l (2] 3 ©
2 ‘ E 5 6mm [1/4"]
(9] "4 < [T — © L -~
& SRR Y | A ! = & =
— =N J
. ) L s oL — u‘_; g ‘ ﬁ
< © £
. : E P E &l g o
N S S © £l ©
a4 R [52] i o — g ©l =
SL.6061.AK.K “d — c < 3 . u:) =
o E ~ 3 3
= o £ E €
S ~
/ / ! N [
% SN W 7 L, ~ 2 -
78mm [3 1/16"] AFF = Above Finished Floor 30mm [1 3/16"]
104mm [4 1/8"]

Vario Telescoping Ladder

SL.6005.AK.H

Date Prepared: March 2024

‘ Prepared By:

AB

example:

-curved rail
-rail radius
min. 350mm [13 3/4"]

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

Email: sales@mwe-na.com
Www.mwe-na.com




Technical drawings are subject to change without notice. Copyright MWE NA Inc. alrights reserved. Reproduction or other use of these designs
All millimeter dimensions are exact and supersede inch conversions. without writlen consent from MWE NA Inc. is pronibited.

52.5mm [2 1/16"]

Ladder height at or above 3000mm [118 1/8"] H
require safety side rails SL.6052.KL — 123mm [4 7/8"] Deta" Z
= 52.5mm [2 1/16"
150mm [5 7/8"] (standard) € L I < R
., £ 50mm [1 15/16"] <3~ «a . -, Z A g =
max. 900mm [35 7/16"] < Rosette \’ ST.2105.VA - B X
l d'b s (Standard) * _/‘ - @50mm [1 15/16" 2 E
“ £
S S | S— { e N e £
. g -
*Mounting positions 1 | ST.2000 - \ Z (= =]
may be specified on n = ) [ TH A <
purchase order. ST.3004.VA i o 4
4 o
Soliq Wood backing - DIN 912 / Holz Schraube 1
required for full FERES DIN 912 /wood screw g
length of rail o :
= e o =
5] 4
© - ) £
8 S
£ P SL.6005.KL 2
3 AR A <
c
S 4
[T v
[
< 1
= N
9 o AL
2 e ~
T:u A.,‘ A-A 10°
o
£ i a
EJ - O \\6‘\ 4
® PN N
il R
2] - o %l
5} (1)’2) — =
g_ s ; o = 3 >
3 ; o > -
SL.6011.KL e 5 2 &
4 = = —~ E
. £ E ¢
N . | E 5 2 &
as® L 2 = g 4 9 &
SL.6061.KL.K “ s = @ =
] u PR @20mm [13/16"] & 2
] = Co €
Rl E S
l v % "/ 7 a ro] Q
AN, JSNN T s s
400mm [15 3/4"] | 75mm [2 15/16"] AFF = Above Finished Floor -
430mm [16 15/16"

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

Email: sales@mwe-na.com
WWW.mwe-na.com

Vario Telescoping Ladder
SL6005 KL :(r::ilrvrzgi[]as“min. 350mm [13 3/4"]

Date Prepared: March 2024 ‘ Prepared By: AB




Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these designs
without written consent from MWE NA Inc. is prohibited

52.5mm [2 1/16"]

Ladder height at or above 3000mm [118 1/8"] " H
require safety side rails SL.6052.KL = 123mm [4 78 1 Detall Z
o 2. 2 1/16"
150mm [5 7/8"] (standard) £ 52.5mm [2 1/167] :
" £ T a < _'—‘ Q
max. 900mm [35 7/16"] & 50mm [1 15/16" <~ 4+ < Z A o =
8 Rosette | . ST.2105.VA - Bl X
d-b (Standard) = N @50mm [1 15/16" 2 E
e | E— o ) —l—'\ g £
. Z § p
*Mounting positions - ST.2000 , B / (=
may be specified on B <A A <
purchase order. ST.3004.VA 4 & Dﬁ 4
Solid_ Wood backing u : » DIN 912 / Holz Schraube £
required for full . DIN 912 /wood screw N
length of rail % . - :
r 5 4% . O, E
3 : 4 £
© S
5 @ SL.6005.KL 2
5 §
al P <
C c ? Oy
S 4
& : 2
< s ) 2
= & )
r k= ) =5, =
g < E /\
?T_i pA § A - A 10°
g =
C = “ Oy i
8 S
c fb\'\
@ 4 “
o a (b'\
2 ER D \(\6\\
. g - Jdey — & ol & === -
SL.6013.KL @ o © S| ® ©
SL.6070.KL . u‘_a = g &
- £ g| € | ol
L - O £ £ g By 1€
At o S 3l 8 = E
SL.6061.KL.K “ e g < ol §
- = WO
n — 9O N
s ﬁ g o O
- & &
. S =
7 7 Z / e E
AN I I E s
400mm [15 3/4"] 75mm [2 15/16"] o Bl N
AFF = Above Finished Floor 2 =)
430mm [16 15/16"]] 100mm [3 15/16"] § -
£
£
S
3%

Vario Telescoping Ladder

SL.6005.KL.E

Date Prepared: March 2024 ‘ Prepared By:

AB

example:
-curved rail

-rail radius min. 350mm [13 3/4"]

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

Email: sales@mwe-na.com
WWW.mwe-na.com




Technical drawings are subject to change without notice.

All millimeter dimensions are exact and supersede inch conversions.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

150mm [5 7/8"] (standard)

max. 900mm [35 7/16"]

*Mounting positions |
may be specified on i
purchase order.

Solid Wood backing
required for full
length of rail

Holzstufe
Wood step

Y

400mm [15 3/4"

430mm [16 15/16"

— 123mm [4 7/8"]
= 52.5mm [2 1/16"] o
E < - &
£ 50mm [1 15116"] < -+ -« A o o
S Rosette ™\ ST.2105.VA - ol g
(Standard) " TN @50mm [1 15/16" 2 E
| gl ®
. g <
\ »,
ST.2000 \\, Z/ = =H
. TH A
SL.3004.VA i ‘ 4
Lo d
4 ¢!
- DIN 912 / Holz Schraube .
5 e DIN 912 /wood screw g
8 N
5 a JED £
[ i A4 S
[%2] - o
2 i SL.6005.KL 2
3] 4
3 : <
c T4 D
S P
- : =
< ae ot ©
£ a3 &
o] Y g =
< a 1S /AN
[} N 3]
£ 4
£ p )
E -1g
c h
[0} P <
o e a
2 T
o B =
2l 4 R 3
@ E) I3
& . - [fe}
P w) =
a4 E E
. S
. |dn & s
SL.6061.KL.K EERE I I <
7 7 / $ L
7, 7SN oy
75mm [2 15116 ] AFF = Above Finished Floor
101mm [4"]
Beispiel:

Vario Telescoping Ladder

SL.6005.KL.H

Date Prepared: March 2024 ‘

Prepared By: AB

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these designs

without written consent from MWE NA Inc. is prohibited

52.5mm [2 1/16"]

-gebogene Laufschiene
-Laufschieneradius min. 350 mm

example:
-curved rail

-rail radius min. 350 mm

Email:

Detail Z

©
-—
=
=
-
N o
€
£
x
~
©
g &
©
=
™
fael
€
£
©
0

www.mwe-na.com

250mm [9 13/16"]

250mm [9 13/16"]

ZIMWE

Stainless Steel Manufacturer
NORTH AMERICA

sales@mwe-na.com




	Sheets and Views
	H

	SL.6005.AK.E_Flat_Vario_Telescoping.pdf
	Sheets and Views
	H


	SL.6005.AK.H_Wood_Vario_Telescoping.pdf
	Sheets and Views
	H


	SL.6005.KL._Vario_Telescoping.pdf
	Sheets and Views
	H


	SL.6005.KL.E_Flat_Vario_Telescoping.pdf
	Sheets and Views
	H


	SL.6005.KL.H_Wood_Vario_Telescoping.pdf
	Sheets and Views
	H



