Front End Connector for Rail
Available for use with:

Miami Shower system, All Ladder models

using ST.2000.20 Rail

t +5mm

Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these
designs without written consent from MWE NA Inc. is prohibited.
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Front End Connector for Rail
Available for use with:

Supra, ProTec, Twin, Duplex, Duplex S,

Spider, Chronos, Klassik, Vario

+5mm

MBmm [1/4"]

Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Copyright MWE NA Inc., all rights reserved. Reproduction or other use of these
designs without written consent from MWE NA Inc. is prohibited.

16mm [5/8"]

PP
A

< S
@25mm [1"]

29mm [1 1/8"]

/ST.2170

N

FRONT END MOUNT [ST.5035]

N

A

[

min. 50mm [1 15/16"]

Date Prepared: September 2020

K‘]M(B
NORTH AMERICA

Tel.: 954-982-6595
Email: sales@mwe-na.com

www.mwe-na.com

MWE NA NETWORK_Specs_2020 Specs




	MWE_ST.5035.MM_FRONT END MOUNT
	MWE_ST.5035_FRONT END MOUNT

