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Vario Ladder
SL.6004.AK

150mm [5 7/8'']

*max. 900mm [35 7/16"]
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52.5mm [2 1/16'']

Example:
- Curved rail
- Rail radius on request
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400mm [15 3/4'']

420mm [16 9/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.AK

ST.2105.VA 

Rosette Ø50mm [1 15/16"]

52.5mm [2 1/16"]

10°

20mm [13/16"]

30mm [13/16"]

SL.6011.AK

ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.AK

SL.6011.AK

AFF = Above Finished Floor

Solid wood backing
required for full
length of rail

50mm [1 15/16"]
Rosette

(Standard)
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Vario Ladder
SL.6004.AK.E

(Standard) 150mm [5 7/8'']

*max. 900mm [35 7/16"]
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Rosette Ø50mm [1 15/16"]

52.5mm [2 1/16"]

52.5mm [2 1/16'']

Example:
- Curved rail
- Rail radius on request

180°
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400mm [15 3/4'']

420mm [16 9/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.AK

10°
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30mm [1 3/16"]

ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.AK

SL.6013

Solid wood backing
required for full
length of rail

AFF = Above Finished Floor

50mm [1 15/16"]
Rosette

(Standard)
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Vario Ladder
SL.6004.AK.H
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(Standard) 150mm [5 7/8'']

*max. 900mm [35 7/16"]
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Example:
- Curved rail
- Rail radius on request
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400mm [15 3/4'']

420mm [16 9/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.AK

ST.2105.VA 

Rosette Ø50mm [1 15/16"]

52.5mm [2 1/16"]

Specify wood type and
finish on purchase order:

Available finish:
clear lacquered
raw (unfinished)
Oiled or waxed

Available wood type:
Maple [SL.6015.A]
Beech [SL.6016.B]
White Oak [SL.6016.E]
Wenge [SL.6017.W]
Chestnut [SL.6017.K]
Zebrano [SL.6015.Z]
Teak [SL.6017.T]
Walnut [SL.6018.N]
Cherry [SL.6016.K]
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30mm [1 3/16"]
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ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.AK

Wood Step/Tread

AFF = Above Finished Floor

Solid wood backing
required for full
length of rail

50mm [1 15/16"]
Rosette

(Standard)
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Vario Ladder
SL.6004.KL
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Example:
- Curved rail
- Rail radius on request
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400mm [15 3/4'']

430mm [16 15/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.KL

10°

ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

SL.6011.KL

Solid wood backing
required for full
length of rail

50mm [1 15/16"]
Rosette

(Standard)

AFF = Above Finished Floor
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Vario Ladder
SL.6004.KL.E
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SL.6013

Example:
- Curved rail
- Rail radius on request

180°

(Standard) 150mm [5 7/8'']

*max. 900mm [35 7/16"]
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400mm [15 3/4'']

430mm [16 15/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.KL

10°

ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

SL.6013

ST.2105.VA 

Rosette Ø50mm [1 15/16"]

52.5mm [2 1/16"]

50mm [1 15/16"]
Rosette

(Standard)

Solid wood backing
required for full
length of rail

AFF = Above Finished Floor
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Vario Ladder
SL.6004.KL.H
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Example:
- Curved rail
- Rail radius on request

180°

(Standard) 150mm [5 7/8'']

*max. 900mm [35 7/16"]
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Specify wood type and
finish on purchase order:

Available finish:
clear lacquered
raw (unfinished)
Oiled or waxed

Available wood type:
Maple [SL.6015.A]
Beech [SL.6016.B]
White Oak [SL.6016.E]
Wenge [SL.6017.W]
Chestnut [SL.6017.K]
Zebrano [SL.6015.Z]
Teak [SL.6017.T]
Walnut [SL.6018.N]
Cherry [SL.6016.K]

400mm [15 3/4'']

430mm [16 15/16'']

SL.6061.K
Ø45mm [1 3/4"]
May be substituted with
SL.6063.KL

10°

ST.3005.VA

ST.2005.VA
ST.2000
ST.2005.R.350

*Mounting positions
may be specified on
purchase order.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.KL

Wood Step/Tread

ST.2105.VA 

Rosette Ø50mm [1 15/16"]

52.5mm [2 1/16"]

AFF = Above Finished Floor

Solid wood backing
required for full
length of rail

50mm [1 15/16"]
Rosette

(Standard)
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