
Nov 2018Date Prepared:

Copyright MWE NA Inc., all rights reserved.  Reproduction or other use of
these designs without written consent from MWE NA Inc. is prohibited.

CDAPrepared By:

Technical drawings are subject to change without notice. All
millimeter dimensions are exact and supersede inch conversions.

Glass to be tempered

E m a i l :   i n f o @ m w e - n a . c o m
p h o n e :  ( 9 5 4 ) 9 8 2 - 6 5 9 5
www.mwe-na.com
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SA.3300 cup pull (for wood or glass doors)
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Includes B Fastening
rosette thickness

B

Ø40mm [Ø
1 9/16'']

To be specified

Handle pair fastening for glass
Ø16mm [5/8"] drilling required

B3 Fastening

Handle pair fastening for wood, plastic and metal
Ø12mm [1/2"] drilling required

B5 Fastening

One side fastening for wood, plastic and metal
Ø12mm [1/2"] drilling required

B6 Fastening

One side fastening for wood

B7 Fastening

One side fastening for plastic and metal

B9 Fastening

One side fastening for wood, plastic and metal
Ø12mm [1/2"] drilling required

B10 Fastening

One side fastening for plastic and metal

Holder for M8 thread Holder for bushing

Holder for bushing

Holder for bushing

Holder for bushing

Holder for bushing

Holder for M8 thread

Holder for M8 thread

Holder for M8 x 12 threading

Special EB

Thread or
Rivet Nut

Ø16mm [Ø5/8'']

To Be Determined

Glass Prep


