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ST.4006 - ST.4012

100mm [3 15/16"]

Reference

min.40mm [1 9/16"]

Maximum door
weight 297 Lbs.

ESG
Tempered Glass
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150mm [5 7/8"]

See Details ST.2000

Reference Reference

17.5mm [11/16"]

35.5mm [1 3/8"]

ST.1011.TW
Pair of Wheels

ST.3011.TW
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Please specify on
purchase order.

ST.2100
Please specify Ø50 or
Ø60mm by purchase order.

Twin ST.1011.TW

Please advise of frame and

baseboard thickness on

Purchase Order

Anti-jump wheel is adjustable

via the eccentric hole.
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Twin ST.1011.TW
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10mm [3/8"]

ST.4006 - ST.4012

ESG
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the wheels
by eccentric
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17.5mm [11/16"]

36mm [1 7/16"]

min. 150mm [5 7/8"] min. 40mm [1 9/16"]

(max. 300)

50mm [1 15/16"]50mm [1 15/16"]

5mm [3/16"]

50mm [1 15/16"]50mm [1 15/16"]

5mm [3/16"]

See Details ST.2000

min. 51mm [2"]44mm [1 3/4"]

Reference

ST.1011.TW
Pair of Wheels

ST.3011.TW

ST.2000
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Please specify on
purchase order.

glass insert.

Please adjust 

MWE wheel assemblies

are suitable for all US

standard door

thicknesses!

Specify door thickness on

purchase order.

Projection of center rail to glass

may vary, standard 18mm [11/16"]

Maximum door
weight 297 Lbs.

ESG
Tempered Glass

Finished

Ceiling



10mm [3/8"]

ST.4006 - ST.4012

100mm [3 15/16"]

Reference

150mm [5 7/8"]

See Details ST.2000
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37.5mm [1 1/2"]

56.5mm [2 1/4"]
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Please use in combination with wall-,
glass- or/and front end connection.

35.5mm [1 3/8"]

Clearance
wall connection in combination
with ceiling connection
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Twin ST.1011.TW

MWE wheel assemblies are

suitable for all US standard

door thicknesses!

Specify door thickness on purchase

order.

A
5/16" 3/8" 1/2"

glass

di
m

en
si

on

2 13/16" 2 7/8" 2 15/16"

Maximum door
weight 298 Lbs.

ESG
Tempered Glass

For ceiling mounted

 applications only

Finished

Ceiling

ReferenceReference





100mm [3 15/16"]

Reference
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150mm [5 7/8"]

See Details ST.2000

Reference Empfehlung / reference
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Pair of wheels
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Ø
2
5
m

m
 
[
1
"
]

ST.2000

Please notice the frame
and baseboard dimensions
on planning.

Please adjust the rollers
by eccentric glass insert.

44mm [1 3/4"]

±4mm

38.5mm [1 1/2"]

56.5mm [2 1/4"]
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Please use in combination with wall-,
glass- or/and front end connection.

35.5mm [1 3/8"]

Clearance
wall connection in combination
with ceiling connection
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MWE wheel assemblies are

suitable for all US standard

door thicknesses!

Specify door thickness on purchase

order.

Twin ST.1011.TW

Finished

Ceiling

Wood Door

Max. Weight

298 Lbs
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